
ELEVATION

PLAN

NOTES:

1. USE WITHIN DEVELOPMENTS WHERE HYDRANT MAY BE DAMAGED BY A
VEHICLE ADJACENT  TO PARKING AREAS OR AS DIRECTED BY FIRE
DEPARTMENT.

2. HYDRANTS ALONG ROADWAYS, FIRE LANES AND DRIVE ISLES DO NOT
TYPICALLY REQUIRE BOLLARDS.

3. HYDRANTS REQUIRING BOLLARDS SHALL BE NOTED AND THE BOLLARD
LOCATIONS SHOWN ON PLANS.
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SCALE:  NTS

 DEVELOPMENT HYDRANT BOLLARD

APPROVED BY: C. ROEPKE

VILLAGE OF PLEASANT PRAIRIE
KENOSHA COUNTY, WISCONSIN

DATE: 8-19-19

6" DIA STANDARD PIPE FILLED WITH
CONCRETE AND PAINTED AS
DIRECTED BY THE COMMUNITY
DEPARTMENT (TYP.)

SLOPED TOP WITHIN PAVED SURFACES.
WITHIN LAWN AREAS LEAVE CONCRETE

4" BELOW FINISHED GRADE

FINISHED SURFACE
FIRE HYDRANT

18" DIA. CONCRETE BASE

#6 - 14" LONG REBAR
EACH WAY THRU PIPE

ADDITIONAL BOLLARDS BEHIND HYDRANT
ONLY NECESSARY WHEN DIRECTED BY THE

VILLAGE FIRE DEPARTMENT.
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