
SCALE:  NTS

TOP OF BALL TO BE SET

LEVEL TO 2" ABOVE THE

LEVEL OF THE

SURROUNDING SOIL.

REMOVE BURLAP AND

BASKET FROM TOP 1/3 OF

BALL , NON-BIODEGRADABLE

MATERIAL SHALL BE

COMPLETELY REMOVED.

4" SHREDDED

HARDWOOD MULCH

(DO NOT MOUND

AGAINST TRUNK)

MINIMUM OF 3 ANCHOR

ASSEMBLIES PER TREE. RUBBER

HOSE OR NYLON STRAPS

PROTECTING TRUNK. STAKE

ABOVE FIRST BRANCH OR AS

NECESSARY FOR FIRM SUPPORT.

PREPARE SUBGRADE

TO PREVENT

SETTLING

SPECIFIED PLANTING MIX

WATER & LIGHTLY TAMP

TO REMOVE AIR POCKETS

EXCAVATION SHALL BE A MIN.

OF 2 TIMES THE SIZE OF THE

ROOT BALL BUT ONLY AS DEEP

AS THE ROOT BALL.

 STREET TREE PLANTING DETAIL

APPROVED BY: MATT FINEOUR

VILLAGE OF PLEASANT PRAIRIE
KENOSHA COUNTY, WISCONSIN

DATE: 11-11-15


	Sheets and Views
	Model


