
STANDARD

PRECAST

MANHOLE STEPS @

16" O.C. (TYP)

EZ-WRAP

(SEE MANUFACTURER'S

INSTALLATION

INSTRUCTIONS) (TYP)

BENCH SLOPE = 2"/FT

PRECAST MONOLITHIC

BASE

APPROVED BEDDING

MATERIAL

BENCH SHALL BE POURED

TO TOP OF FLUME

48" STANDARD PRECAST

CONCRETE MANHOLE

48" PRECAST CONCRETE

ECCENTRIC CONE

ADJUSTING RINGS

(3" MIN TO 12" MAX)

EZ-WRAP CHIMNEY SEAL

(SEE CHIMNEY SEAL DETAIL)

NEENAH R-1642 FRAME

AND COVER NON-ROCKING

16"

5"

8" MAX.

6"

 26"

19"

MIN

12"

4" MIN

6"

NOTES:

1. STANDARD SAMPLING MANHOLE SHALL HAVE A PALMER-BOWLUS FLUME WITH INTEGRAL APPROACH INSTALLED.

2. VILLAGE OF PLEASANT PRAIRIE DPW SHALL BE CONTACTED FOR FINAL INSPECTION OF SAMPLING MANHOLES.

3. SEE DETAIL SAN-2A AND SAN-2B FOR PALMER-BOWLUS FLUME DETAILS.

4. REFER TO VILLAGE STANDARD SPECIFICATIONS FOR SANITARY MANHOLES.

SCALE:  NTS

CONNECTION TO MANHOLE WITH

APPROVED FLEXIBLE BOOT

 STANDARD SAMPLING MANHOLE

APPROVED BY: MATT FINEOUR

VILLAGE OF PLEASANT PRAIRIE
KENOSHA COUNTY, WISCONSIN

DATE: 12-17-18
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